




NOTES:

1. This map and survey have been prepared pursuant to the Regulations of Connecticut State
Agencies Sections 20-300b-1 through 20-300b-20 and "The Minimum Standards for Surveys
and Maps in the State of Connecticut" as adopted by the Connecticut Association of Land
Surveyors on September 26, 1996.

2. The type of survey performed and the mapped features depicted hereon are in accordance
with the requirements of a Property/Boundary and Topographic Survey.

3. The boundary determination / opinion is based upon a Dependent Resurvey of map
reference 6A.

4. This map conforms to Class A-2 horizontal accuracy, Class T-2 Topographic accuracy and
V-2 Vertical accuracy.

5. The north arrow, bearings and elevations are based upon the Connecticut State Coordinate
System (NAD83) and NAVD88 respectively, derived from GPS observations on March 23,
2015 using GEOID03.

6. Map References:

A. "Subdivision Map prepared for Town of Fairfield, Reef Road, Fairfield, Connecticut," scale:
1'=40' dated March 14, 2005 revised 5/17/2005 prepared by The Huntington Company,
LLC; map on file in the Town of Fairfield Land Records as map 7075.

B. "Section One, Map of Property for William M. & Anthony J. Pascone Inc., Fairfield, Conn.,"
scale: 1"=50' dated December 23, 1959 prepared by The Huntington Company; map on
file in the Town of Fairfield Land Records as map3080.

7. Parcel is subject to covenants, restrictions and conditions as described in Volume 3561 page
142, Volume 3426 page 313, and Volume 3809 page 325 of the Town of Fairfield Land
Records.

8. Parcel is located in Flood Zone AE, base flood elevation determined to be 11, as depicted on
"FIRM, Flood Rate Insurance Map, Fairfield County, Connecticut, (all jurisdictions)",  Panel
438 of 626, Map Number 09003C0438G, map revised July 8, 2013.

9. Parcel is depicted on the Town of Fairfield Tax Assessor's Map 183 as Lot 116J.

10. Parcel is zoned Residential B and is subject to the following zoning requirements:

Minimum Lot Size 6,000 Square Feet
Minimum Frontage 60 Feet
Front Yard 20 Feet
Side Yard 5 Feet, 15 feet total both sides
Rear Yard 20'

  Maximum Height 40 feet or 3 Stories

11. The underground utilities depicted hereon have been compiled from observable evidence,
such as manholes, catch basins and water gates.  These location must be considered as
approximate in nature. Additionally, other such features may exist on the sites, the existence
of which is unknown to Loureiro Engineering Associates, Inc. (LEA). The size, location and
existence of all such features must be field determined and verified by the appropriate
authorities prior to construction. Call Be-For-You-Dig  at 1-800-922-4455 or 811.
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DEMOLITION NOTES:

1. Prior to initiation of any demolition, all erosion control barriers shall be places as shown on the Erosion Control
drawing and where required by the owner's representative. The  erosion control barriers shall be left in place and
maintained until the work is completed and the surfaces have be temporarily stabilized.

2. If additional erosion control structures are necessary to minimize erosion and sediment as determined in the field,
the Contractor shall install structures as required.

3. Contractor shall be responsible for permits and all utility disconnects (sanitary, storm, water, gas, electric,
telephone, CATV, etc.) in accordance with the appropriate utility company requirements prior to starting
demolition.

4. Sanitary laterals should be cut back as necessary for construction and in accordance with the Town of Milford's
requirements.

5. Every effort shall be taken to reuse existing utility laterals without opening road. If necessary, permits from the
City of Fairfield shall be required for street openings prior to construction.

6. All debris from the demolition and any required environmental mitigation such as asbestos abatement or other
hazardous building material shall be immediately removed from the site at the contractor's expense.  All materials
shall be disposed of off site at an approved facility.

7. The concrete building slab shall be removed completely and disposed of offsite at the contractor's expense.

4. Bituminous concrete driveway to be maintained through demolition to avert need for anti-tracking pad.

5. The underground utilities depicted hereon have been compile from observable evidence, such as manholes, catch
basins and water gates.  These location must be considered as approximate in nature. Additionally, other such
features may exist on the sites, the existence of which is unknown to Loureiro Engineering Associates, Inc. (LEA).
The size, location and existence of all such features must be field determined and verified by the appropriate
authorities prior to construction. Call Be-For-You-Dig  at 1-800-922-4455 or 811.

7. Construction debris shall be removed and disposed of  from the site at the contractor's expense . Dumpsters and
other refuse containers shall not be placed in the street.

8. The underground utilities depicted hereon have been compile from observable evidence, such as manholes, catch
basins and water gates.  These location must be considered as approximate in nature. Additionally, other such
features may exist on the sites, the existence of which is unknown to Loureiro Engineering Associates, Inc. (LEA).
The size, location and existence of all such features must be field determined and verified by the appropriate
authorities prior to construction. Call Be-For-You-Dig  at 1-800-922-4455 or 811.

9. Every effort shall be taken to reuse existing utility laterals without opening road. If necessary, permits from the
City of Fairfield shall be required for street openings prior to construction.
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GENERAL NOTES:

1. Prior to demolition, all erosion control barriers shall be placed in accordance with the Town of Fairfield's requirements
and shall be left in place and maintained until the work has been completed and surfaces stabilized.

2. It shall be the responsibility of the contractor to monitor the condition of the erosion control structures.  If the
effectiveness or integrity of the structures is found to be insufficient or if the structures are damaged in any way, the
contractor shall make whatever repairs are necessary to ensure that proper erosion control is maintained.

3. If additional erosion and sedimentation control structures are necessary to minimize erosion and sedimentation as
determined in the field, the contractor shall install structures as required at the contractors expense.

4. Removal existing overhead wires and re-attachment to be in accordance with United Illuminating Company
specifications.

5. Shut-off/disconnection of existing gas service and installation of new gas meter and service lateral per Southern
Connecticut  Gas Company Specifications.

6. Disconnect existing sanitary sewer lateral. Protect end from debris and construction activities. Reconnect with new
service lateral under slab. New connection to be inspected per Town of Fairfield's requirements.

7. Construction debris shall be removed and disposed of  from the site at the contractor's expense . Dumpsters and other
refuse containers shall not be placed in the street.

8. The underground utilities depicted hereon have been compile from observable evidence, such as manholes, catch
basins and water gates.  These location must be considered as approximate in nature. Additionally, other such features
may exist on the sites, the existence of which is unknown to Loureiro Engineering Associates, Inc. (LEA). The size,
location and existence of all such features must be field determined and verified by the appropriate authorities prior to
construction. Call Be-For-You-Dig  at 1-800-922-4455 or 811.

9. Every effort shall be taken to reuse existing utility laterals without opening road. If necessary, permits from the City of
Fairfield shall be required for street openings prior to construction.

10. Any plantings removed for construction shall be replaced with species consistent with the Coastal Management Act.

Property Line

Setback Line

Wooden Fence

Property Corner

LEGEND

Existing Gas Service

Exisiting Watermain

Rebar Found

Proposed Gas Service Lateral

Proposed Water Service Lateral

Proposed Erosion Control Barrier

Proposed Bituminous Concrete Driveway
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Proposed Sanitary Sewer

TYPICAL SEDIMENT BARRIER DETAIL
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EXISTING PLUMBING FIXTURES TO BE REMOVED

AND RE-INSTALLED. RE-CONNECT TO SANITARY

AND WATER MAINS BELOW (TYP)

PRESUMED LOCATION OF SINK DRAIN AND

VENT RISER UP WALL.

1

2
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VENT RISER.
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"H ROUTED DN THROUGH FLOOR.
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2

" TRAPPED DRAIN, CONNECT TO

VENT RISER.

CONNECT NEW NG PIPING TO

EXISTING PIPE THROUGH WALL.

EXISTING 30 GALLON DOM HW HEATER TO REMAIN.

PRESUMED LOCATION OF  VENT RISER UP WALL.

3

4

"C DN
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4

" DOMESTIC CW SERVICE UP FROM BELOW TO

METER, SEE DETAIL ON THIS SHEET.
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RE-INSTALL FURNACE PER MANUF.
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P-1

JTF

PLUMBING PLANS

1/4"=1'-0"

FIRST FLOOR PLAN 

2
1/4"=1'-0"

GARAGE PLAN

1

NTS

TYPICAL WATER METER PIPING DETAIL

3

METER

VALVE

ALL PIPING AND FITTINGS BY CONTRACTOR.

METER SUPPLIED BY UTILITY.

VALVE

NOTE:

1. INFORMATION SHOWN IS BASED UPON CASUAL FIELD OBSERVATIONS.

CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS PRIOR TO THE

START OF WORK.

2. PIPE ROUTING SHOWN IS SCHEMATIC IN NATURE, ACTUAL ROUTING

SHALL BE COORDINATED WITH EXISTING UTILITIES AND OTHER TRADES

PRIOR TO THE START OF WORK.

3. REMOVE ALL H, C & DRAIN PIPING SERVING BLDG AND RE-PIPE AS

SHOWN.

4. DOMESTIC COLD WATER, SANITARY AND NATURAL GAS SERVICES TO

BE ELEVATED ABOVE FLOOD LEVEL AND INSTALLED PER UTILITY

REQUIREMENTS. A BACKFLOW VALVE SHALL BE INSTALLED IN THE

SANITARY MAIN.

5. INSTALL ALL EQUIPMENT PER MANUFACTURES RECOMMENDATIONS.

6. ROUTE ALL PIPING UP OUT OF THE FLOOD PLAIN.

7. ALL WATER PIPING TO BE HEAT TRACED, REFER TO ELEC DWGS.

PLUMBING SYMBOL LEGEND

SYMBOL DESCRIPTION DESCRIPTIONSYMBOL DESCRIPTIONSYMBOL

WASTE, SOIL AND STORM

BURIED PIPE

COLD

HOT

RECIRCULATION

VENT

BALL VALVE

GATE VALVE

OS&Y GATE VALVE

CONTROL VALVE

STRAINER

PRESSURE RELIEF VALVE

HOSE BIBB

PRESSURE REDUCING VALVE

PLUG VALVE

BACKFLOW PREVENTER

CHECK VALVE

BUTTERFLY VALVE 

THERMOMETER

CAP

PIPE ELBOW DN

PIPE ELBOW UP

FLOOR DRAIN

CLEAN OUT

ROOF DRAIN

CIRCULATING PUMP

UNION

NOTE: ABOVE LEGEND IS GENERAL IN NATURE. NOT ALL SYMBOLS ARE ASSOCIATED WITH THIS PROJECT.
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EMG/JTF

1/4"=1'-0"

FIRST FLOOR PLAN 

JKH

E-1

ELECTRICAL PLANS

LUMINAIRE SCHEDULE

A

B

SYMBOL LABEL MANUFACTURER

QUORUM

INTERNATIONAL

CATALOG NUMBER

7360-45

DESCRIPTION

(1) LED 17W 2700K MEDIUM BASE LAMP

LAMP

1 (m) 17w

7364-45

QUORUM

INTERNATIONAL

1 (m) 17w

2

1/4"=1'-0"

GARAGE PLAN

1

(1) LED 17W 2700K MEDIUM BASE LAMP

C
3009-3-65

QUORUM

INTERNATIONAL

1 60W
SATIN NICKEL MODERN SINGLE FLUSH MOUNT

CEILING FIXTURE, GLASS COVER, DAMP

LOCATION RATED
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DIVISION 15000 - MECHANICAL

PART 1 - GENERAL

1.1 PIPE HANGERS AND SUPPORTS SHALL MEET THE REQUIREMENTS OF

MSS SP-69 AND SP-89 DEVELOPED BY THE MANUFACTURERS

STANDARDIZATION SOCIETY OF THE VALVES AND FITTINGS INDUSTRY

INC.

1.2 SEISMIC SUPPORTS AND RESTRAINTS FOR EQUIPMENT, DUCTWORK

AND PIPING SHALL MEET STATE BUILDING CODE REQUIREMENTS AND

SMACNA SEISMIC RESTRAINT MANUAL GUIDELINES.

1.3 GENERAL PIPING REQUIREMENTS:

A. ALL PIPING SHALL BE RUN PARALLEL TO THE LINE OF THE BUILDING.

B. PITCH OF LINES SHALL BE UNIFORM AND TRUE WITH NO SAGS,

POCKETS OR TRAPS.  ECCENTRIC FITTINGS SHALL BE USED WHERE

NECESSARY TO PROVIDE COMPLETE DRAINAGE.

C. PROVIDE ISOLATION VALVES AT ALL CONNECTIONS TO FIXTURES AND

ALL BRANCH TAKE-OFFS.

D. PROVIDE MANUAL VENT VALVES AT ALL HIGH POINTS AND DRAIN

VALVES AT ALL LOW POINTS.

E. SCREWED PIPE JOINTS SHALL BE MADE WITH TEFLON PIPE THREAD

TAPE OR APPROVED PIPE JOINT COMPOUND.

1.4 GENERAL DUCTWORK REQUIREMENTS:

A. ALL DUCTWORK SHALL BE INSTALLED STRAIGHT AND PARALLEL TO

LINE OF BUILDING AND SHALL BE SUBSTANTIALLY SUPPORTED AS

REQUIRED BY SMACNA MANUALS.

B. INSTALL FLEXIBLE DUCT CONNECTIONS AT INLET AND DISCHARGE

DUCT CONNECTIONS TO FANS.

1.5 TESTING:

A. ALL PIPING SYSTEMS INSTALLED UNDER THIS CONTRACT SHALL BE

PRESSURE TESTED WITH CLEAN WATER, UNLESS NOTED OTHERWISE,

TO INSURE TIGHTNESS.

1. HOT AND COLD WATER SUPPLY PIPING SHALL BE TESTED TO 150

PSIG.

2. DRAINAGE AND VENT PIPING SHALL BE TESTED TO 10 FOOT HEAD

    OF WATER.

3. GAS PIPING SHALL BE TESTED IN ACCORDANCE WITH NFPA 54.

TEST PRESSURE SHALL BE 3 PSIG.  TEST MEDIUM SHALL BE AIR,

NITROGEN OR CARBON DIOXIDE.

B. CONTRACTOR SHALL BE RESPONSIBLE FOR FURNISHING ALL PLUGS,

PIPING, VALVES, HOSES, AND PUMPS NECESSARY FOR THE REQUIRED

TESTS AND FOR PROPER DISPOSAL OF THE TEST MEDIUM UPON

COMPLETION OF THE TESTS.

1.6 CLEANING OF THE PIPING SYSTEMS:

A. UPON COMPLETION OF ALL WORK AND SATISFACTORY TESTING, ALL

PIPING SYSTEMS (EXCEPT GAS PIPING) SHALL BE FLUSHED WITH

WATER TO REMOVE DIRT, GRIT, CHIPS AND FOREIGN MATTER. GAS

PIPING SHALL BE PURGED OF AIR IN ACCORDANCE WITH NFPA 54.

B. WATER FOR FLUSHING SHALL BE USED IN SUFFICIENT QUANTITY TO

PRODUCE A VELOCITY OF AT LEAST 2.5 FEET PER SECOND.

FLUSHING SHALL CONTINUE UNTIL DISCHARGE WATER SHOWS NO

DISCOLORATION OR EVIDENCE OF FOREIGN MATERIALS.

C. DURING FLUSHING OPERATION, ALL VALVES SHALL BE OPERATED

SEVERAL TIMES, BYPASSES OPENED AND EQUIPMENT FLUSHED.

D. UPON COMPLETION OF FLUSHING OPERATIONS, ALL STRAINERS,

FILTERS AND BLOWDOWNS SHALL BE REMOVED AND CLEANED OF

ACCUMULATED WASTE.

E. CARE SHOULD BE TAKEN TO INSURE THE COMPLETE REMOVAL OF

ALL WATER FROM THE LINE OR SYSTEM AFTER TESTING.  IF THERE IS

ANY DANGER OF CONTAMINATION OR FREEZING, BLOW OUT THE

FLUID WITH DRY, OIL-FREE AIR.

1.7 CLEANING AND STERILIZATION OF POTABLE WATER SYSTEM:  PURGE

OF DELETERIOUS MATTER AND DISINFECT PRIOR TO USE. THE

METHOD TO BE FOLLOWED SHALL BE THAT PRESCRIBED BY THE

HEALTH AUTHORITY HAVING JURISDICTION, OR, IN THE ABSENCE OF

A PRESCRIBED METHOD, THE PROCEDURE DESCRIBED IN EITHER

AWWA C652 OR AWWA C5186.

1.8 PIPE INSULATION SHALL BE RIGID, HEAVY DENSITY, PREFORMED

GLASS FIBER, WITH ALL SERVICE JACKET.  JACKET SHALL HAVE

PRESSURE SENSITIVE TAPE CLOSURE.  BUTT JOINTS SHALL HAVE 3"

WIDE TAPE OF SAME MATERIAL.  VALVES AND FITTINGS SHALL BE

INSULATED WITH ZESTON, OR APPROVED EQUAL, INSULATED PVC,

ONE PIECE, SNAP-TYPE COVERS AND ZESTON 1 1/2" Z-TAPE, 10 MIL.

EXTERIOR INSULATED PIPES SHALL HAVE ALUMINUM JACKET.

INSULATION THICKNESS AS FOLLOWS:

SYSTEM INSULATION THICKNESS

A. DOMESTIC COLD WATER 2”

EXTERIOR TO BLDG ENVELOPE

B. DOMESTIC COLD WATER 1-1/2"

C. DOMESTIC HOT WATER 1-1/2"

AND TEMPERED HW

1.10 PIPE IDENTIFICATION:

A. ALL PIPING SHALL BE IDENTIFIED WITH NAME AND FLOW DIRECTION

ARROWS.  MARKERS SHALL BE PLACED EVERY 40 LINEAL FEET ON

STRAIGHT RUNS, AT CHANGES IN DIRECTION, AND AT WALL

PENETRATIONS (BOTH SIDES).

B. PIPE MARKERS SHALL BE EQUAL TO SETMARK, AS MANUFACTURED

BY SETON NAMEPLATE CO.

1. TEXT AND BACKGROUND COLORS SHALL FOLLOW ANSI A13.1.

PART 2 - PLUMBING

2.1 WATER PIPING:  SHALL BE TYPE L HARD DRAWN COPPER TUBING

CONFORMING TO ASTM B88, WITH ASME B16.22 WROUGHT COPPER

FITTINGS, ASTM B32 SOLDER GRADE 95TA JOINTS. PEX PIPING WITH

ASSOCIATED FITTINGS ALLOWED FOR INDIVIDUAL RUNOUTS FROM

HEADER.

2.2 BURIED DRAINAGE PIPING:  SANITARY AND VENT PIPING SHALL BE

CENTRIFUGALLY SPUN, BELL AND SPIGOT, SERVICE WEIGHT, CAST

IRON PIPE, TAR COATED CONFORMING TO ASTM A74.  FITTINGS SHALL

BE MADE OF SAME MATERIAL AS PIPE AND SHALL BE COMPATIBLE

WITH IT.  JOINTS SHALL BE MADE USING NEOPRENE RUBBER GASKET

FOR PUSH-ON JOINTING.

2.3 ABOVE GROUND DRAINAGE PIPING:  SANITARY AND VENT PIPING

SHALL BE CENTRIFUGALLY SPUN, BELL AND SPIGOT, SERVICE

WEIGHT "NO HUB" CAST IRON PIPE, TAR COATED, CONFORMING TO

ASTM A74.  FITTINGS SHALL BE MADE OF SAME MATERIAL AS PIPE

AND SHALL BE COMPATIBLE WITH IT.  JOINTS SHALL BE MADE USING

NEOPRENE SEALING SLEEVE AND A 4-BAND STAINLESS STEEL SHIELD

WITH TIGHTENING DEVICE.

2.4 NATURAL GAS PIPING:  NATURAL GAS PIPING SHALL BE SCHEDULE 40

BLACK STEEL CONFORMING TO ASTM A53.  FITTINGS SHALL BE 150 LB

MALLEABLE IRON SCREWED CONFORMING TO ASTM B16.3.  JOINTS

SHALL BE THREADED OR WELDED IN ACCORDANCE WITH ANSI B31.2

AND NFPA 54.

2.5 VALVES SHALL BE AS FOLLOWS:

A. BALL VALVES:  2" AND SMALLER - JAMESBURY CLINCHER SERIES 2000.

B. PLUG VALVES:  2" AND SMALLER - DEZURIK SERIES 100.

PART 4 - EXECUTION

4.1 CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS PRIOR TO

THE START OF WORK INCLUDING SIZES OF PIPING TO BE RE-USED.

CONTRACTOR SHALL NOTIFY THE OWNER IF ANY DIFFERENCES FROM

THE DESIGN DOCUMENTS ARE NOTED.

4.2 CONTRACTOR SHALL COORDINATE WITH ALL TRADES PRIOR TO THE

START OF WORK.

4.3 ALL EQUIPMENT SHALL BE INSTALLED PER MANUFACTURER'S

RECOMMENDATIONS.

4.4 CONTRACTOR SHALL INSTRUCT HOMEOWNER ON THE PROPER

OPERATION AND MAINTENANCE OF ALL EQUIPMENT AT THE

COMPLETION OF CONSTRUCTION AT A TIME CONVENIENT TO THE

OWNER.

4.5 CONTRACTOR SHALL PROVIDE TWO COPIES OF PROJECT O&M

MANUALS TO THE OWNER AT COMPLETION OF PROJECT.

DIVISION 1600 - ELECTRICAL

WORK INCLUDED - THE WORK TO BE PROVIDED UNDER THIS DIVISION

INCLUDES:

A.   FEEDERS AND PANELS.

B.   POWER WIRING FOR MECHANICAL AND PLUMBING EQUIPMENT.

SCOPE - THIS WORK SHALL CONSIST OF THE FURNISHING OF ALL LABOR,

MATERIALS AND SERVICES REQUIRED COMPLETE, READY FOR

CORRECTION OPERATION, ALL  ELECTRICAL WORK CALLED FOR BY

THE ACCOMPANYING DRAWINGS AND SPECIFICATIONS.  ALL

ELECTRICAL SHALL BE PERFORMED IN ACCORDANCE WITH THE 2011

NATIONAL ELECTRICAL CODE, STATE AND LOCAL CODES.

PERMITS, FEES AND INSPECTIONS  - THE CONTRACTOR SHALL GIVE ALL

NECESSARY NOTICES, OBTAIN ALL PERMITS, PAY ALL

GOVERNMENTAL AND STATE SALES TAXES AND FEES APPLICABLE.

THE CONTRACTOR SHALL FILE ALL DRAWINGS, AND OBTAIN ALL

NECESSARY APPROVAL FROM PROPER AUTHORITY OR AGENCY

HAVING JURISDICTION, OBTAIN ALL REQUIRED CERTIFICATES OF

INSPECTION COVERING HIS WORK.  THE CONTRACTOR SHALL SEE

THAT ALL REQUIRED INSPECTIONS AND TESTS ARE MADE AND SHALL

COOPERATE TO MAKE THESE TESTS AS THOROUGH AND AS READILY

MADE AS POSSIBLE.

COORDINATION - ALL WORK SHALL BE CARRIED OUT IN CONJUNCTION

WITH OTHER TRADES AND FULL COOPERATION SHALL BE GIVEN IN

ORDER THAT ALL WORK MAY PROCEED WITH A MINIMUM OF DELAY

AND INTERFERENCE.

GUARANTEES - ALL WORKMANSHIP AND MATERIALS SHALL BE FULLY

GUARANTEED FOR A PERIOD OF ONE YEAR AFTER FINAL

COMPLETION OF THE ENTIRE INSTALLATION COVERED BY THIS

CONTRACT.  SHOULD ANY DEFECTS OCCUR DURING THIS

GUARANTEE PERIOD, THE CONTRACTOR SHALL REPAIR AND/OR

REPLACE ALL DEFECTIVE EQUIPMENT, MATERIALS AND/OR WORK

WITHOUT COST TO THE OWNER.

TEMPORARY LIGHT AND POWER  - FURNISH AND INSTALL TEMPORARY

ELECTRICAL POWER AND LIGHTING FOR USE BY ALL CONTRACTORS

DURING THE COURSE OF CONSTRUCTION.  ALL TEMPORARY WORK

SHALL BE IN COMPLIANCE WITH ALL APPLICABLE ARTICLES IN THE

NATIONAL ELECTRICAL CODE, O.S.H.A. AND WITH ALL REQUIREMENTS

OF ANY AUTHORITIES HAVING JURISDICTION OVER WORK.

MATERIALS AND WORKMANSHIP  - ALL MATERIALS AND APPARATUS

REQUIRED FOR THE WORK EXCEPT AS OTHERWISE SPECIFIED,

SHALL BE NEW AND OF FIRST-CLASS QUALITY AND SHALL BE

FURNISHED, DELIVERED, ERECTED, CONNECTED AND FINISHED IN

EVERY DETAIL AND SO SELECTED AND ARRANGED AS TO FIT

PROPERLY INTO THE BUILDING SPACES.  WHERE NO SPECIFIC KIND

OR QUALITY OF MATERIAL IS GIVEN, A FIRST-CLASS STANDARD

ARTICLE AS ACCEPTED BY THE ARCHITECT SHALL BE FURNISHED.

ALL EQUIPMENT AND MATERIALS SHALL BE SPECIFICATION GRADE

AND BEAR THE UNDERWRITER'S LABEL.  ALL WORK SHALL BE OF A

QUALITY CONSISTENT WITH GOOD TRADE PRACTICE AND SHALL BE

INSTALLED IN A NEAT, WORKMANLIKE MANNER.  THE ARCHITECT

RESERVES THE RIGHT TO REJECT ANY WORK WHICH, IN HER

OPINION, HAS BEEN INSTALLED IN A SUB-STANDARD, DANGEROUS OR

UNSERVICEABLE MANNER.  THE CONTRACTOR SHALL REPLACE SAID

WORK IN A SATISFACTORY MANNER AT NO EXTRA CHARGE TO THE

OWNER.

PENETRATION SEALANT  - ALL PENETRATIONS SHALL BE SEALED WITH 3M

INTUMESCENT FIRE BARRIER PENETRATION SEALANT, APPLIED PER

MANUFACTURER'S AND U.L. GUIDELINES.

MATERIALS:

GENERAL - ALL MATERIALS AND EQUIPMENT PROVIDED UNDER THIS

SECTION SHALL BE NEW, FIRST GRADE, BEST OF THEIR SECTION AND

SHALL MEET THE REQUIREMENTS OF ALL STANDARDS SET UP TO

GOVERN THE MANUFACTURE OF ELECTRICAL MATERIALS AND

COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.

ALL EQUIPMENT AND MATERIALS SHALL BE SPECIFICATION GRADE

AND BEAR UNDERWRITER'S (U.L.) LABEL.

POWER - FROM UTILITY AT 240/120V, 1 PHASE, 3 WIRE IS AVAILABLE FROM

EXISTING UTILITY METER AND METER CAN AS SHOWN ON THE

DRAWINGS

WIRE - CONDUCTORS SHALL BE U.L. LISTED, 600 VOLTS, 90 DEG. C., SINGLE

CONDUCTOR TYPE THWN/THHN.  98% CONDUCTIVITY ANNEALED

UNCOATED COPPER WITH PVC INSULATION COVERED WITH NYLON

SHEATH JACKET.  TESTED IN ACCORDANCE WITH THE

REQUIREMENTS OF THE UNDERWRITER'S LABORATORIES STANDARD

83.  WIRE SHALL BE IDENTIFIED BY SURFACE MARKING, INDICATING

MANUFACTURER'S IDENTIFICATION, CONDUCTOR SIZE AND METAL,

VOLTAGE RATING, U.L. SYMBOL AND TYPE DESIGNATION.

CONDUCTORS SHALL BE STRANDED.  MINIMUM SIZE SHALL BE

#12AWG UNLESS OTHERWISE INDICATED.  MANUFACTURED BY

ESSEX, ROME CABLE, TRIANGLE CABLE OR GENERAL CABLE.

NON METALLIC SHEATHED CABLE -  TYPE - NM-B CABLE SHALL BE OF

MAXIMUM OPERATING VOLTAGE: 600 VOLTS, MAXIMUM CONDUCTOR

OPERATION, TEMPERATURE: 90°C DRY (CONDUCTOR AMPACITY IS

LIMITED TO 60°C, IN ACCORDANCE WITH NEC).

ARMORED CABLE (AC) - ARMORED CABLE SHALL BE OF GALVANIZED STEEL

INTERLOCKING ARMOR CONSTRUCTION.  COLOR CODED

THERMOPLASTIC INSULATED COPPER CONDUCTORS, 90 DEG. C, 600

VOLTS.  CONDUCTOR SIZES SHALL BE AS INDICATED ON THE

DRAWINGS.  IF NOT INDICATED, THE SIZES OF POWER AND LIGHTING

CONDUCTORS SHALL NOT BE LESS THAN SIZE #12AWG.

MANUFACTURED BY AMERICAN FLEXIBLE CONDUIT, TRIANGLE OR

SOUTHWIRE.  CONNECTORS SHALL BE SQUEEZE TYPE, DIE CAST

ZINC, OR MALLEABLE IRON - CADMIUM PLATED. MANUFACTURED BY

O-Z GEDNEY, APPLETON OR THOMAS-BETTS.

FITTINGS - CONDUIT STRAPS SHALL BE SNAP-TYPE, DOUBLE RIBBED STEEL

- ZINC PLATED.  METAL CLAD CABLE AND FLEXIBLE METALLIC

CONDUIT CONNECTORS SHALL BE MALLEABLE IRON-ZINC PLATED,

MALE HUB THREADS WITH LOCKNUT.

BOXES - RECESSED OUTLET BOXES SHALL BE DRAWN STEEL, GALVANIZED

WITH A MINIMUM DEPTH OF 1-1/2 INCHES.  MINIMUM SIZE SHALL BE 4

INCH X 4 INCH SQUARE.  PROVIDE AND INSTALL PLASTER RINGS AS

REQUIRED.

OUTLET BOXES FOR SURFACE MOUNTED SWITCHES AND

RECEPTACLES SHALL BE TYPE FD, CAST FERROALLOY WITH

THREADED HUBS.  PROVIDE GASKETED COVER AS REQUIRED.

SWITCHES - SPECIFICATION GRADE, 120-277VAC 20 AMP, SINGLE POLE.

COLOR SHALL BE (IVORY) (GRAY) (WHITE) (BROWN) (RED).

RECEPTACLE AND SWITCH COVER PLATES SHALL BE (SMOOTH

THERMOPLASTIC)  (STAINLESS STEEL 302) (IVORY) (RED) (LABELED

EMERGENCY) (WHERE INDICATED).

PANELBOARDS - PANELBOARDS:  NEMA PB 1, CIRCUIT BREAKER TYPE, USE

EXISTING PANEL AND EXISTING CIRCUIT BREAKER NOTED IN PANEL

FOR BOILER CIRCUIT.

IDENTIFICATION - PROVIDE AND INSTALL MARKERS FOR ALL CONDUITS.

MARKERS SHALL BE “BRADY” TYPE ADHESIVE-BACKED,

PLASTIC-FACED OF SUITABLE COLOR. MARKER SHALL IDENTIFY

SYSTEM AND ELECTRICAL CHARACTERISTICS.   INSTALL MARKERS AT

POINT OF ORIGIN, TERMINATION, ADJACENT TO EACH INTERMEDIATE

SPLICE, AND ALL BOXES IN RUN.  IDENTIFY ALL CONDUCTORS AT

ORIGIN, TERMINATION AND AT INTERMEDIATE BOXES BY MEANS OF

“BRADY” TYPE, PRESSURE SENSITIVE, PLASTIC COATED FACE,

STICK-ON LABELS EXCEPT FEEDERS SHALL HAVE PHENOLIC TAGS

ENGRAVED WITH CIRCUIT DESIGNATIONS AND ATTACHED WITH

PLASTIC TIE-WRAPS.

TESTING - UPON COMPLETION OF HIS WORK, CONTRACTOR SHALL

CONDUCT (WITH OTHER RELATED CONTRACTORS)  OPERATING

TESTS OF ALL ELECTRICALLY OPERATED OR CONTROLLED

EQUIPMENT FOR APPROVAL AT SUCH TIME AS THE OWNER MAY

DIRECT.  EQUIPMENT SHALL OPERATE IN ACCORDANCE WITH THE

REQUIREMENTS OF DRAWINGS AND SPECIFICATIONS.   TESTS SHALL

BE PERFORMED IN THE PRESENCE OF OWNER.  THE CONTRACTOR

SHALL PROVIDE LABOR, MATERIALS, AND INSTRUMENTS REQUIRED

FOR ELECTRICAL PORTION OF TESTS.  DEFECTIVE MATERIALS AND

WORKMANSHIP DISCLOSED BY TEST SHALL BE CORRECTED AT

CONTRACTOR'S EXPENSE.

PROTECTIVE PAINTING - TOUCH-UP FACTORY PAINTED EQUIPMENT THAT

HAS BEEN DAMAGED DURING HANDLING OR INSTALLATION.   FEATHER

DAMAGED AREA AND APPLY PRIMER PLUS TWO FRESH COATS TO

MATCH EXISTING FINISH.

RJS/JKH




